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Приложение 1

к Перечню радиоэлектронных средств и излучающих устройств, для эксплуатации которых не требуются разрешения на эксплуатацию

Обозначения и название стандартов
	Обозначение стандарта
	Реквизиты и название стандарта

	ДСТУ 4184
	ДСТУ 4184-2003 «Радіостанції з кутовою модуляцією суходільної рухомої служби. Класифікація. Загальні технічні вимоги. Методи вимірювання»

	ДСТУ 4893
	ДСТУ 4893:2007 «Радіообладнання цифрової удосконаленої системи безпроводового доступу (DECT). Загальні технічні вимоги» (ETSI EN 301 406:2003, MOD)

	ДСТУ 7115
	ДСТУ 7115:2009 «Обладнання радіодоступу діапазону частот 5 ГГц. Загальні технічні вимоги та методи випробування» (ЕTSI ETSI EN 301 893:2008, MOD)

	ДСТУ ETSI EN 300 220
	ДСТУ ETSI EN 300 220-2:2012 «Електромагнітна сумісність та радіочастотний спектр. Радіообладнання малого радіусу дії діапазону частот від 25 МГц до 1000 МГц з рівнем потужності до 500 мВт. Частина 2. Загальні технічні вимоги» (ETSI EN 300 220 (ДСТУ ETSI EN 300 220-2)-2:2007, IDT)

	ДСТУ ETSI EN 300 749
	ДСТУ ETSI EN 300 749:2004 «Системи розподільчі мікрохвильові багатоточкові (MMDS) у діапазоні частот нижче 10 ГГц. Загальні технічні вимоги» (ETSI EN 300 749:1997, IDT)

	ДСТУ ETSI EN 301 360
	ДСТУ ETSI EN 301 360:2008 «Супутникові земні станції та системи. Термінали супутникові діапазону частот від 27,5 ГГц до 29,5 ГГц. Технічні вимоги та методи випробування» (ETSI EN 301 360:2006, IDT)

	ДСТУ ETSI EN 301 459
	ДСТУ ETSI EN 301 459:2008 «Супутникові земні станції та системи. Термінали супутникові діапазону частот від 29,5 ГГц до 30,0 ГГц. Технічні вимоги та методи випробування» (EТSI ETSI EN 301 459:2007, IDT) 

	ДСТУ ETSI EN 301 502:2007
	ДСТУ ETSI EN 301 502:2007 «Обладнання систем стільникового радіозв'язку стандарту GSM базове. Загальні технічні вимоги» (ETSІ EN 301502:2001, ІDT) 

	ДСТУ ETSI EN 301 511
	ДСТУ ETSI EN 301 511:2007 «Обладнання систем стільникового радіозв’язку стандарту GSM абонентське. Загальні технічні вимоги» (ETSI EN 301 511:2003, IDT)
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	Обозначение стандарта
	Реквизиты и название стандарта

	ГОСТ 23450-79
	ГОСТ 23450-79 «Радиопомехи индустриальные от промышленных, научных, медицинских и бытовых высокочастотных установок. Нормы и методы измерений»

	нормы 5-89
	нормы 5-89 «Радиопомехи индустриальные. Промышленные, научные, медицинские и бытовые высокочастотные установки. Допустимые значения. Методы испытаний»

	ETSI EN 300 135
	ETSI EN 300 135 «Electromagnetic compatibility and Radio spectrum Matters (ERM); Land Mobile Service; Citizens' Band (CB) radio equipment; Angle-modulated Citizens' Band radio equipment (PR 27 Radio Equipment)»

	ETSI EN 300 220 (ДСТУ ETSI EN 300 220-2)
	ETSI EN 300 220 «Electromagnetic compatibility and Radio spectrum Matters (ERM); Short Range Devices (SRD); Radio equipment to be used in the 25 MHz to 1 000 MHz frequency range with power levels ranging up to 500 mW»

	ETSI EN 300 296
	ETSI EN 300 296 «Electromagnetic compatibility and Radio spectrum Matters (ERM); Land Mobile Service; Radio equipment using integral antennas intended primarily for analogue speech»

	ETSI EN 300 330
	ETSI EN 300 330 «Electromagnetic compatibility and Radio spectrum Matters (ERM); Short Range Devices (SRD); Radio equipment in the frequency range 9 kHz to 25 MHz and inductive loop systems in the frequency range 9 kHz to 30 MHz»

	ETSI EN 300 422
	ETSI EN 300 422 «Electromagnetic compatibility and Radio spectrum Matters (ERM); Wireless microphones in the 25 MHz to 3 GHz frequency range»

	ETSI EN 300 433
	ETSI EN 300 433 «Electromagnetic compatibility and Radio spectrum Matters (ERM); Citizens' Band (CB) radio equipment»

	ETSI EN 300 440
	ETSI EN 300 440 «Electromagnetic compatibility and Radio spectrum Matters (ERM); Short range devices; Radio equipment to be used in the 1 GHz to 40 GHz frequency range»

	ETSI EN 300 718
	ETSI EN 300 718 «Electromagnetic compatibility and Radio spectrum Matters (ERM); Avalanche Beacons; Transmitter-receiver systems»

	ETSI EN 301 021
	ETSI EN 301 021 «Fixed Radio Systems; Point-to-multipoint equipment; Time Division Multiple Access (TDMA); Point-to-multipoint digital radio systems in frequency bands in the range 3 GHz to 11 GHz»

	ETSI EN 301 091
	ETSI EN 301 091 «Еctromagnetic compatibility and Radio spectrum Matters (ERM); Short Range Devices; Road Transport and Traffic Telematics (RTTT); Radar equipment operating in the 76 GHz to 77 GHz range»

	ETSI EN 301 124
	ETSI EN 301 124 «Fixed Radio Systems; Point-to-multipoint equipement; Direct Sequence Code Division Multiple Access (DS-CDMA) point-to-multipoint digital radio systems in frequency bands in the range 3 GHz to 11 GHz»


Продолжение приложения 1
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	Реквизиты и название стандарта

	ETSI EN 301 166
	ETSI EN 301 166 «Electromagnetic compatibility and Radio spectrum Matters (ERM); Land Mobile Service; Radio equipment for analogue and/or digital communication (speech and/or data) and operating on narrow band channels and having an antenna connector»

	ETSI EN 301 357
	ETSI EN 301 357 «Electromagnetic compatibility and Radio spectrum Matters (ERM); Cordless audio devices in the range 25 MHz to 2 000 MHz»

	ETSI EN 301 753
	ETSI EN 301 753 «Fixed Radio Systems; Multipoint equipment and antennas; Generic harmonized standard for multipoint digital fixed radio systems and antennas covering the essential requirements under article 3.2 of the Directive 1999/5/EC»

	ETSI EN 301 893
	ETSI EN 301 893 «Broadband Radio Access Networks (BRAN); 5 GHz high performance RLAN; Harmonized ETSI EN covering the essential requirements of article 3.2 of the R&TTE Directive»

	ETSI EN 301 908-2
	ETSI EN 301 908-2 «IMT cellular networks; Harmonized ETSI EN covering the essential requirements of article 3.2 of the R&TTE Directive; Part 2: CDMA Direct Spread (UTRA FDD) User Equipment (UE)»

	ETSI EN 301 908-6
	ETSI EN 301 908-6 «IMT cellular networks; Harmonized ETSI EN covering the essential requirements of article 3.2 of the R&TTE Directive; Part 6: CDMA TDD (UTRA TDD) User Equipment (UE)»

	ETSI EN 302 195
	Electromagnetic compatibility and Radio spectrum Matters (ERM); Radio equipment in the frequency range 9 kHz to 315 kHz for Ultra Low Power Active Medical Implants (ULP-AMI) and Accessories

	ETSI EN 302 208-2
	Electromagnetic compatibility and Radio spectrum Matters (ERM); Radio Frequency Identification Equipment operating in the band 865 MHz to 868 MHz with power levels up to 2 W and  in the band 915 MHz to 921 MHz with power levels up to 4 W; Part 2: Harmonized EN covering the essential requirements of article 3.2 of the R&TTE Directive

	ETSI EN 302 288
	ETSI EN 302 288 «Electromagnetic compatibility and Radio spectrum Matters (ERM); Short Range Devices; Road Transport and Traffic Telematics (RTTT); Short range radar equipment operating in the 24 GHz range»

	ETSI EN 302 372
	ETSI EN 302 372 «Electromagnetic compatibility and Radio spectrum Matters (ERM); Short Range Devices (SRD); Equipment for Detection and Movement; Tanks Level Probing Radar (TLPR) operating in the frequency bands 5,8 GHz, 10 GHz, 25 GHz, 61 GHz and 77 GHz»

	ETSI EN 302 510
	Electromagnetic compatibility and Radio spectrum Matters (ERM); Radio equipment in the frequency range 30 MHz to 37,5 MHz for Ultra Low Power Active Medical Membrane Implants and Accessories

	ETSI EN 302 536
	Electromagnetic compatibility and Radio spectrum Matters (ERM); Short Range Devices (SRD); Radio equipment in the frequency range 315 kHz to 600 kHz
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	Реквизиты и название стандарта

	ETSI EN 302 567
	ETSI EN 302 567 «Broadband Radio Access Networks (BRAN); 60 GHz Multiple-Gigabit WAS/RLAN Systems»

	ETSI TR 125 967
	ETSI TR 125 967 «Universal Mobile Telecommunications System (UMTS); FDD Home Node B (HNB) RF Requirements (3GPP TR 25.967)»

	ETSI TR 102 555
	ETSI TR 102 555 «Electromagnetic compatibility and Radio spectrum Matters (ERM); Technical characteristics of multiple gigabit wireless systems in the 60 GHz range System Reference Document»

	ETSI TS 145 005
	ETSI TS 145 005 «Digital cellular telecommunications system (Phase 2+); Radio transmission and reception (3GPP TS 45.005)»

	ІЕЕЕ 802.11a
	ІЕЕЕ 802.11a «Wireless LAN Medium Access Control (MAC) and Physical Layer (PHY) specifications: High-speed Physical Layer in the 5 GHz Band»

	ІЕЕЕ 802.11b
	ІЕЕЕ 802.11b «Wireless LAN Medium Access Control (MAC) and Physical Layer (PHY) specifications: Higher-Speed Physical Layer Extension in the 2.4 GHz Band»

	ІЕЕЕ 802.11g
	ІЕЕЕ 802.11g «Wireless LAN Medium Access Control (MAC) and Physical Layer (PHY) specifications Amendment 4: Further Higher Data Rate Extension in the 2.4 GHz Band»

	ІЕЕЕ 802.11n
	ІЕЕЕ 802.11n «Wireless LAN Medium Access. Control (MAC) and Physical Layer. (PHY) specifications: Enhancements for Higher Throughput (Amendment 5)»

	IEEE 802.11-2007
	IEEE 802.11-2007 «Wireless LAN Medium Access Control (MAC) and Physical Layer (PHY) Specifications»

	ІЕЕЕ 802.15.1
	ІЕЕЕ 802.15.1 «Wireless Medium Access Control (MAC) and Physical Layer (PHY) Specifications for Wireless Personal Area Networks (WPANs)»

	IEEE 802.15.4
	IEEE 802.15.4 «Wireless Medium Access Control (MAC) and Physical Layer (PHY) Specifications for Wireless Personal Area Networks (WPANs)»

	IEEE 802.16
	IEEE 802.16 «Air Interface for Broadband Wireless Access Systems»

	TIA/EIA/IS-95
	TIA/EIA/IS-95 «Mobile Station/Base Station Compatibility Standard for Wideband Spread Spectrum Cellular Systems»

	TIA/EIS/IS-2000
	TIA/EIS/IS-2000 «Standard for cdma2000® Spread Spectrum Systems»


